
 
 

Interface A implementation funnels all SEMI equipment communications  

 

A fully compliant implementation of SEMI�s Interface A brings a single interface for all 

semiconductor manufacturing data. CenterPoint | portA is already part of the company�s 

complete APC\Platform integration system, and is now being offered as a stand-alone 

package.  

 

CenterPoint | portA brings automatic remote access to equipment and process data 

across the web. It, like Interface A, is based on the SEMI EDA (Equipment Data 

Acquisition) standards. These cover  

 

Concept documents: 

SEMI E120-1104 � Common Equipment Model (CEM) 

SEMI E125-1105 � Equipment Self Description (EqSD) 

SEMI E132-1105 � Client Authentication and Authoriz ation 

SEMI E134-1105 � Data Collection Management (DCM) 

SEMI E138-0305 � Common Components 

 

Technical specifications: 

E120.1-1104, E125.1-1105, E132.1-1105, E134.1-1105 

 

Schemas: 

E120.1-1104, E125.1-0305, E132.1-0305, E134.1-1105, E138.1-0305 

 

Unlike the SECSII/GEM standards, Interface A allows many-to-many relationships 

between equipment and all types of client software. Multiple simultaneous users can even 

access the equipment using session management and role-base permissions.  

 

Additional diagnostics and performance tracking 

 

CenterPoint | portA supports additional diagnostics including web-based performance 

tracking and filtered log-tracing. It easily integrates across a bridge � an application 

programming interface (API) - that connects to the existing automation software. 



 

 

portA is built on CenterPoint‘s industry approved c ode-base for manufacturing 

integration, and is easy to install without additio nal third-party software like internet 

servers or virtual machines . This results in a very low resource consumption (low 

memory footprint, low hard disk requirements) that is essential in existing equipment 

automation environments. It runs under Microsoft Windows and Sun Solaris operating 

systems (Linux is coming soon).  

 

In a fab-wide environment, CenterPoint | portA  can be used with the company’s 

APC\Platform  for fab-wide equipment and process control/diagnostics. This brings 

enhanced authentication and authorization capabilities, enabling centralized administration 

of equipment access. So, the software extends even the SEMI EDA standards, making 

them more efficient fab-wide.  
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